
Pierce Arrow Inc.  •  549 U.S. HWY 287 S.  •  Henrietta, Texas 76365  •  1-800-658-6301  •  www.piercearrowinc.com

LSS-03-00-0003 v2.0.0

C AT T L E CU B E CO U N T E R

CATEGORY RANCH EQUIPMENT

PART NO. PSDCK

PRODUCT DESCRIPTION

Digital Cattle Cube Counter

SPECIFICATIONS - DIGITAL BOX

SCREEN

LED Screen
6-15 VDC
<30 mA
Counts up to 9,999

WATERPROOFING not rated for outdoor use.

DIMENSIONS 4.9” x 2.38” x 2.75”

WEIGHT 2.5 lbs

FUSE
AGC Type
20 Amp
32VDC Max

RESET BUTTON

0.25” Push-on terminal
UL listed and CSA certified
SPST Circuit Arrangement (Off - On)
Rated 3A/240 V AC, 6A/120V AC

SPECIFICATIONS - CYLINDRICAL SENSOR

WATERPROOFING IP67 (water, oil and vibration-proof)

VOLTAGE 12-24 VDC

AMPERE 200 mA

CORD LENGTH 20’ (6.1 m)

SENSOR DIMENSION 9/16” 

RANGE 5 mm

WIRE 3 wire (DC, NPN, output)

TEMP RATING -13°F - 163°F (-25°C - 75°C)


